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USB x 3
DVI-D x 1
LAN (RJ45) x 1
DC in Jack x 1
Headphone out x 1
Microphone x 1

Port replicator

Business TripMeeting and Conference Professional Service

Optional Accessories

 Industry Applications

Featuring a professional and eye-catching 
black casing, 9213 comes with a 13.3” 
widescreen TFT LCD in an ultra slim design 
that weighs a mere 1.7kg, making it the 
best tool for sales representatives who have 
to visit clients or go on official trips. Fully 
equipped with a 1.3 megapixel CMOS 
camera, 802.11 a/g/n wireless network 
capabilities and Bluetooth 2.1, users will be 
able to handle data transfer and remote 
video conferencing without breaking a 
sweat.

Getac recommends Windows® 7 Professional

Second battery
(27WH)

Weight saver

Drop test
Business users who travel frequently often lose data when they accidentally drop their notebook. Having passed 
the 45cm drop test, the 9213 is capable of maintaining normal operations even if it has been accidentally dropped 
during use, making it a business rugged notebook of extremely high mobility and security. 

Humidity test
- MIL-STD-810G- 507.5; Humidity , Procedure II , Aggravated compliance testing

Having gone through harsh and rigorous body design experiments and humidity tests, the 9213 is capable of 
operating for an extended period of time in humid environments. With the 9213, you can indulge yourself in your 
dream vacation at the beach or poolside and share your experience with friends regardless of where you are.

Vibration test
- MIL-STD-810G- 514.6; Vibration, Procedure I, compliance testing

The 9213’s high portability is proven by passing a vibration test and it is capable of working without a hitch in an 

unstable environment. Business travelers can use 9213 on a plane or in a car without damaging their system due 

to vibration. With the 9213, you will always be able to manage your work progress at any time to secure the 

winning edge.

In order to cater to the needs of profession-
als such as journalists and writers who are 
often on standby around the clock, 9213 is 
equipped with a powerful battery pack that 
lasts up to 12 hours so that users can record 
all events that are worth noting at anytime. 
The built-in fingerprint identification and 
TPM allow rapid and secure startup for the 
notebook and users can encrypt files and 
data easily on the hard disk to enjoy 
fortified data security.

Getac 9213 is housed in a sturdily 
constructed magnesium alloy chassis with 
streamlined body contours that make a 
fashion statement for professionals. Having 
passed the strict 45cm drop test and 120kg 
stress test, this incredibly durable notebook 
is equipped with a shock-protected hard 
disk so that you will no longer have to 
worry about damage to the notebook or 
data due to accidental drops, bumps and 
falls. 



Operating System

Mobile Computing Platform

VGA Controller  

Display 

Storage & Memory 

Keyboard 

Pointing Device 

Expansion Slot

Multimedia Bay 

IO Interface 

Genuine Windows® XP Professional
Genuine Windows Vista® Business
Genuine Windows® 7 Professional

Intel® Centrino® 2 Technology
- Intel® Core™2 Duo processor SU9400 1.4GHz
- 800 MHz FSB
- 3MB L2 cache
- Mobile Intel® Express GS45 chipset

Mobile Intel® GMA 4500MHD
Max. 32MB shared memory

13.3" TFT LCD WXGA (1280 x 800)

1GB on-board DDR memory chip 
1GB DDR2 SDRAM expandable to 2GB
2.5" SATA 160GB/250GB
2.5" Optional SATA SSD 32GB/64GB 

Water-resistant membrane keyboard

Water-resistant glide touchpad with scroll bar and 2 
buttons

ExpressCard 34mm
Multi memory card reader x 1

DVD super multi drive
Optional 2nd battery
Weight saver

1.3 megapixel webcam with 2 digital Mic-Array
External VGA (15-pin; D-sub) x 1
Audio output (Mini-jack) x 1 
Microphone (Mini-jack) x 1 
S/PDIF x 1
DC in Jack x 1
USB 2.0 (4-pin) x 3
LAN (RJ45) x 1
Port Replicator connector for I/O expansion (50-pin) x 1

Communication Interface  

Software

Security Feature

Power  

Dimension (W x D x H) & 
Weight 

Rugged Feature 

Environmental Specification

10/100/1000 base-T Ethernet
Intel® WiFi Link 5100 WLAN; 802.11a/g/n
Bluetooth (v2.1+EDR class 2)
Optional HSUPA 3.75G mobile broadband

Getac Utility

TPM 1.2
Fingerprint scanner
Kensington lock

AC adapter (65W, 100-240V, 50 / 60Hz)
Li-Ion smart battery (5200mAh) 
(up to 8 hours of battery life)
Optional Media Bay 2nd Lithium-Polymer battery 
(3700mAh, up to 4 hours of battery life)**

321 x 228 x 20~29 mm (12.6" x 9" x 0.79~1.15")
1.7 kg (3.75 lbs)

Full magnesium alloy case 
45 cm drop test
MIL-STD-810G- 507.5; Humidity, Procedure II, 
Aggravated compliance testing
MIL-STD-810G- 514.6; Vibration, Procedure I, 
compliance testing
Water-resistant membrane keyboard
Shock-protected HDD
General pressure compression by 120kgf

Temperature:
  - Operating: 0 °C to 35 °C / 32 °F to 95 °F
  - Storage: -20 °C to 60 °C / –4 °F to 140 °F
Humidity:
  - Operating: 10 % to 90 % non-condensing
  - Storage: 5 % to 95 % non-condensing

** Battery life testing conducted under BatteryMark 4.0.1.  Battery performance will vary 
upon software applications, wireless settings, power management settings, LCD 
brightness, customized modules and environmental conditions.  The battery has a 
limited number of charge cycles and may eventually need to be replaced by a Getac 
service provider. Battery life and charge cycles vary by use and settings. Fully Rugged Ultra RuggedRuggedSemi RuggedBusiness Rugged

Specifications

Getac ASIA
China Office - 
Getac Mobile Ltd.
 - Kunshan Office:
   Export Processing Zone, 269, 
   No.2 Dadao, Changjiang South Rd., 
   Kunshan City, Jiangsu, China
   Tel: +86 512 57382090

 - Shanghai Office:
   Room 122, Floor 2, 
   No.211 Jiangchang 3rd Rd., 
   Zhabei District, Shanghai, China
   Tel: +86 21 61401023

 - Beijing Office:
   Room 501, Haowei Building, 
   No.25 Beitai Pingzhuang Rd., 
   Haidian District, Beijing, China
   Tel: +86 10 62381104

Japan Office - 
MiTAC Japan Corporation
Yasuda 8th Building 6F, 
Kaigan 3-chome 3-8, Minato-ku, 
Tokyo, 108-0022, Japan
Tel: +81 3 3769 8311 # 6411

Taiwan Office - 
Getac Technology Corporation
5F, Building A, No. 209, 
Section 1, Nangang Rd., 
Nangang Dist.,Taipei City, 
11568, Taiwan, R.O.C.
Tel: +886 2 2785 7888 

Getac EUROPE
Germany Office - 
Getac Technology GmbH
Kanzlerstrasse 4
40472 Duessedorf, Germany

Italy Office
Tel: +39 02 36539562 

UK Office - Getac (UK) Ltd.
Mitac house, Nedge Hill, Telford, 
Shropshire, TF3 3AH, U.K
Tel: +44 1952 207 200
   
Getac NORTH AMERICA
USA Office - Getac Inc.
43 Tesla, Irvine, CA 92618, USA 
Toll Free: +1 886 GO GETAC
  (1 886 464 3822)

SALES CONTACT
North America
ruggedsales@getac.com

South America
sales-getac-SAmerica@getac.com

EMEA
sales-getac-EMEA@getac.com 

 - Germany: 
 sales-getac-DACH@getac.com

 - Italy: 
 sales-getac-Italy@getac.com
 - UK: 
 sales-getac-UK@getac.com

Asia Pacific
sales-getac-APAC@getac.com 

 - China: 
   sales-getac-China@getac.com

 - Japan: 
   sales-getac-Japan@getac.comCopyright © 2010 Getac Technology Corporation and/or any of its affiliates. All Rights Reserved. 
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MARKETING CONTACT
Global
Globalmarketing@getac.com

North America
NorthAmericamarketing@getac.com

South America
SouthAmericamarketing@getac.com

EMEA
EMEAmarketing@getac.com

Asia Pacific
APACmarketing@getac.com


